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CONSTRUCTION TYPE CODES

ROADWAY BRIDGE SAFETY SAFETY WATER MAIN WATER MAIN
IL 38/KAUTZ SoROVOSED). |TRAFFIC SIGNALS|  LIGHTING & CASING | CASING PIPE | g suniTay | BIKE PATH
KANE COUNTY | DUPAGE COUNTY | KANE COUNTY | KANE COUNTY | KANE COUNTY | KANE COUNTY | DUPAGE COUNTY | KANE COUNTY | DUPAGE COUNTY
807 FED &7 FED. .
URBAN 807 FED 80% FED 80% FED 13.2% STATE , ” ’ 8% FEQ.
20% STATE 20% STATE 207 STATE 35 GENEVA 1007 STATE 100% GENEVA |100% WEST CHICAGO| 20% STATE |, o Tipace cTy
CODE PAY ITEM UNIT TOTAL 3.4% WEST CHICAGO : :
NUMBER QUANTITY 0004 0004 0008 oo21 0021 0043 Jo43 0043 L o078
20100110 TREE REMOVAL (6 TO 15 UNITS DIAMETER) UNIT 490 265 225
20100210 TREE REMOVAL (OVER 15 UNITS DIAMETER) UNIT 850 459 391
20101000 | TEMPORARY FENCE FOOT 1,812 979 833
+| 20101200 TREE ROOT PRUNING EACH 7 4 3
*| 20101300 TREE PRUNING (1 TO 10 INCH DIAMETER) EACH 7 4 3
e/ 20101350 | TREE PRUNING (OVER 10 INCH DIAMETER EACH 7 4 3
20200100 | EARTH EXCAVATION Cu YD 64,409 34,781 29,628
20201200 | REMOVAL AND DISPOSAL OF UNSUITABLE MATERIAL cu YD 11,868 6,409 5,459
20400800 FURNISHED EXCAVATION Cu YD 385,571 208,209 177,362
20800150 | TRENCH BACKFILL CuU YD 8.217 3,543 3,017 750 907
= | 21001000 GEQTECHNICAL FABRIC FOR GROUND STABILIZATION S0 YD 3{1.690 18,733 15,957
| 21101505 TOPSOIL _EXCAVATION AND PLACEMENT Cu YD 34,166 18,450 15,716
«| 21101615 TOPSOIL FURNISH AND PLACE, 4" S0 YD 101,530 54,8217 46,703
« | 21101665 TOPSOIL FURNISH AND PLACE, 18" SO YD 48,440 26,158 22,282
*| 21101685 TOPSOIL. FURNISH AND PLACE, 24~ SQ YD 12,270 6,626 5,644
«| 25000210 | SEEDING, CLASS 2A ACRE 8.1 4.4 3.7
| 25000400 | NITROGEN FERTILIZER NUTRIENT POUND 740 400 340
+ | 25000600 | POTASSIUM FERTILIZER NUTRIENT POUND 745 403 342
= 25100115 MULCH, METHOD 2 ACRE 49.3 26.6 22.7
= | 25100630 | EROSION CONTROL BLANKET SO YD 101,518 54,820 46,698
+| 25200110 | SODDING, SALT TOLERANT S0 YD 10,570 5,708 4,862
»| 25200200 | SUPPLEMENTAL WATERING UNIT 50 27 23
28000200 EARTH EXCAVATION FOR EROSION CONTROL Cu YD 297 161 136
28000250 | TEMPORARY EROSION CONTROL SEEDING POUND 6,600 3,564 3,036
28000305 | TEMPORARY DITCH CHECKS FOOT 2,464 1,331 1,133
28000400 PERIMETER EROSION BARRIER FOOT 29,930 16,163 13,767
28000500 INLET AND PIPE PROTECTION EACH 19 i 8
28000510 | INLET FILTERS EACH 147 80 67
2BI00I05 | STONE RIPRAP, CLASS A3 S0 YD 107 58 49
28100107 STONE RIPRAP, CLASS A4 SQ YD 17 42 35
28200200 FILTER FABRIC SO YD 179 97 82
30300112 | AGGREGRTE SUBGRADE [/MPROVEMENT IZ" 58 Yo 7,881 38,8/ 33,065
3120050, SU = HOT- ASPHALT, 4 172 SO YD . 50,574 27,310 23,264
3030000 | AGCREBATE SLIBERA. £, N7 [ R7] 19,704 7.985 0,802 o, 907 Y
35101800 AGCGREGATE BASE COURSE, TYPE B 6" S0 YD 4,347 921 783 2,643
35102000 AGGREGATE BASE COURSE, TYPE B B SQ YD i 482 261 221
35501308 | HOT-MIX ASPHALT BASE COURSE, 6" SQ YD 152 83 69
"+ DENOTES SPECIALTY ITEM , : 7 : 5 , =
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